
技术要求                                                
1、产品表面光滑无毛刺、无裂纹等缺陷                                 
2、未注尺寸公差按给定表控制                       

技术要求                                                
1、表面光滑无毛刺，且无椭圆                                 
2、未注尺寸公差按给定表控制                       

        技术要求
1.手柄表面镀铬,无电镀缺陷。
2.沾黑塑,印白字。

技术要求                                     
1、铸件不得有气泡、裂纹、缺料等缺陷           
2、未注倒角C0.3，未注圆角R0.3，精加工各棱
角不得有毛刺                                 
3、未注尺寸公差按给定表控制 
4、球体表面进行抛光镀铬处理，镀层应附着牢
固、色泽均匀、不得有龟裂、脱皮、麻点、烧焦
等缺陷。

技术要求                                                
1、未注倒角C0.2，未注圆角R0.2，精加
工各棱角不得有毛刺                                 
2、未注尺寸公差按给定表控制                       

技术要求                                     
1、锻件不得有起皮、裂纹、缺料和冷隔等缺陷           
2、未注倒角C0.3，未注圆角R0.3，精加工各棱
角不得有毛刺                                 
3、未注尺寸公差按给定表控制                       
4、表面处理：抛砂机加                        
5、字样为红冲凸字;凸起0.35mm~0.45mm;

 舍尔德风机盘管阀使用说明书

Scheld Meterfan coil valve instructionmanual

功能：
Function:
风机盘管阀(也称为“区域阀”)用于在加热和冷却系统上拦截、分流或混合水。
Fan coil valves (also known as "area valves") are used to intercept,
 divert, or mix water in heating and cooling systems
3 - 4通道阀系列可作为分流器或混合阀，
The 3-4 channel valve series can be used as a diverter or mixing valve, 
双通道阀用于开启和关闭。
while the dual channel valve is used for opening and closing.
当执行器发出指令时，它们由温控面板控制.
When the actuators issue commands, they are controlled by the temperature control panel

性能特点：
Performance characteristics:
1.阀体小
  Small valve body

2.安装方便
  Easy installation
3.配执行器自动启停
  Automatic start stop with actuator
4.黄铜主体
  Brass body
5.EPDM密封件
  Sealing element：EPDM
6.不锈钢弹簧
  Stainless steel spring
7.温度：5-100°C
  Temperature:5-100°C
8.最大工作压力：10Bar
  Maximum working pressure: 10Bar
9.最大压差1Bar
   Maximum differential pressure:1Bar
10.规格 1/2"3/4"1"
     Size：1/2“ 3/4"  1"

尺寸图：
Dimensional drawing
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